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1. MOVEMENT DIMENSIONS

· Outside diameter ψ28.60 mm

· Casing diameter ψ28.00 mm

· Total height 7.62 mm

2. BASIC FUNCTIONS

· Winding mechanism Manual winding

Automatic winding with ball bearing

Both winding with one way clutch

· Calendar Date display with quick date correction

· Shock resistance Shock-absorber device for balance staff

· Jewels 34 jewels

· Regulation hands unbalance

· Antimagnetic DC : ≧ 4800 A / m

· Accuracy -15 ~ +25 second per day at normal temperature range

· Vibration frequency 28,800 vibrations per hour

· Duration time More than 45 hours (Under no chronograph function)

3. DIAL FIXED METHOD

4. TEST OF ACCURACY

· Equipment to be used Witschi WATCH EXPERT

· Duration of measurement 20 seconds

5.FITTING FORCE FOR HANDS

: Less than 50 N

: Less than 30 N

6. CASING The movement is fixed by the casing clamps

*1. Non-corresponding with Diver's watch

Version: 1

Hour

Regulation hands

unbalance

Less than 1.50µN·m

( 150mg·mm )

Hour, minute hand, Chronograph-second, minute & hour

Less than 0.05µN·m

( 5mg·mm )

Less than 0.20µN·m

( 20mg·mm )

Chronograph minute

Center chronograph

second

Small second

Chronograph hour

Less than 400mg·mm²

Less than 0.05µN·m

( 5mg·mm )

Less than 0.05µN·m

( 5mg·mm )

-----

Less than 30mg·mm²

The moment of

inertia

-----

-----

Less than 30mg·mm²
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         MOVEMENT SPECIFICATIONS - 1

CAL.NE88A 12 1/2 Ligne Mechanical Movement

The dial is fixed by two dial leg holes with eccentric pins

Two Hands with Center Chronograph Second, 

Small Second, Small 30 Minutes Chronograph Minute & 12 Hours Chronograph Hour, Date

Small second

* All specifications are subject to change without notice. 

Less than 1.25µN·m

( 125mg·mm )
Minute
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Center post 中心柱位
Maximum height from main plate surface

與機芯平面之最大高度

Total height incl. movement

機芯總高度

Type M 一般針高





Hour wheel 時針輪 Center wheel 分針輪

Second wheel 秒針輪

Second counting wheel 計時秒針輪

Minute/Hour counting wheel 計時分/時針輪

Type M

一般針高


















